
     LED Shelf Light Shelf Light 
Product Description 
VaOpto’s LED Shelf Light Series, which replaces traditional shelf lights, is an energy-
efficient, lead-free, UV-free, and long-lasting cold lighting source.  In comparison to 
halogen shelf lights, VaOpto’s LED Shelf Light Series reduces energy consumption by 
50%-75%.  

Product Information 
 Cool White: CRI > 80

 Neutral White: CRI > 80

 Warm White: CRI > 80

 Viewing angle: 30°,60°

 Available in various lengths

 Three-year limited warranty

Ordering Information 

1 ft. length 

Part Number 
Power 

(W) 
LED 
Qty. 

Luminosity 
(LM) 

CCT Size (in) 

VO-SS-CW-24T1-1 8 6 540 6500K 1.06*1.97*11.93 

VO-SS-NW-24T1-1 8 6 510 4100K 1.06*1.97*11.93 

VO-SS-WW-24T1-1 8 6 480 3500K 1.06*1.97*11.93 

2 ft. length 

Part Number 
Power 

(W) 
LED 
Qty. 

Luminosity 
(LM) 

CCT Size (in) 

VO-SS-CW-24T1-2 14 12 1080 6500K 1.06*1.97*23.74 

VO-SS-NW-24T1-2 14 12 1020 4100K 1.06*1.97*23.74 

VO-SS-WW-24T1-2 14 12 960 3500K 1.06*1.97*23.74 

3 ft. length 

Part Number 
Power 

(W) 
LED 
Qty. 

Luminosity 
(LM) 

CCT Size (in) 

VO-SS-CW-24T1-3 22 18 1620 6500K 1.06*1.97*35.55 

VO-SS-NW-24T1-3 22 18 1530 4100K 1.06*1.97*35.55 

VO-SS-WW-24T1-3 22 18 1440 3500K 1.06*1.97*35.55 

4 ft. length 

Part Number 
Power 

(W) 
LED 
Qty. 

Luminosity 
(LM) 

CCT Size (in) 

VO-SS-CW-24T1-4 30 24 2160 6500K 1.06*1.97*47.36 

VO-SS-NW-24T1-4 30 24 2040 4100K 1.06*1.97*47.36 

VO-SS-WW-24T1-4 30 24 1920 3500K 1.06*1.97*47.36 
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5 ft. length 

Part Number 
Power 

(W) 
LED 
Qty. 

Luminosity 
(LM) 

CCT Size (in) 

VO-SS-CW-24T1-5 34 30 2700 6500K 1.06*1.97*59.17 

VO-SS-NW-24T1-5 34 30 2550 4100K 1.06*1.97*59.17 

VO-SS-WW-24T1-5 34 30 2400 3500K 1.06*1.97*59.17 

6 ft. length 

Part Number 
Power 

(W) 
LED 
Qty. 

Luminosity 
(LM) 

CCT Size (in) 

VO-SS-CW-24T1-6 40 36 3240 6500K 1.06*1.97*70.98 

VO-SS-NW-24T1-6 40 36 3060 4100K 1.06*1.97*70.98 

VO-SS-WW-24T1-6 40 36 2880 3500K 1.06*1.97*70.98 

Energy Star Performance 
 Lamps designed to produce at least 70% of initial light output after 25,000 hours

Power 
 Input Voltage: 24V DC

Installation 
For installation information please refer to the installation guide found on our 
website, www.vaopto.com. 


